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Model No.:  APSSTI-FRP/01 

Description:  FUEL RAILS/PLUMBING - SIDE FEED INJECTORS  

Application:  US Spec STI-04/06, ROW 06 
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Item No.  Part No.  Description  Qty.  

1 995-076-800 FUEL RAIL - SIDE FEED INJECTOR - LHS 1 

2 995-076-850 FUEL RAIL - SIDE FEED INJECTOR - RHS 1 

3 000-657 ADAPTOR - 90°- 9/16" JIC x 1/4" NPT  3 

4 000-607 ADAPTOR - ST. - 9/16" JIC x 1/4" NPT 1 

5 000-685 ADAPTOR - TEE - 9/16" JIC 2 

6 995-809-800 HOSE ASSEMBLY - TEFLON - 5 x 420mm-90°/90°  1 

7 995-809-850 HOSE ASSEMBLY - TEFLON - 5 x 330mm-90°/ST  1 

8 995-809-900 HOSE ASSEMBLY - TEFLON - 5 x 770mm-90°/ST  1 

9 995-809-950 HOSE ASSEMBLY - TEFLON - 5 x 505mm-90°/ST  1 

10 995-853-200 HOSE ASSEMBLY - PUSHLOC - 5 x 1200mm - ST 1 

11 995-853-100 HOSE ASSEMBLY - PUSHLOC - 5 x 115mm - ST 1 

12 000-853-112 HOSE - PUSHLOC - 5 x 1120mm 1 

13 000-827-045 HOSE - RUBBER - VACUUM - 3.0mm x 450mm  1 

14 000-832-080 HOSE - EMISSION 6mm x 800mm  1 

15 995-754-100 BRACKET - POWER STEERING HOSE MTG 1 

16 995-073-850 BRACKET - REGULATOR MOUNTING 1 

17 000-995 CLAMP - CUSHION - 20/15 3 

18 000-916 CLAMP - HOSE - FUEL INJECTION (14) 4 

19 000-043 BOLT - S/H - 8mm x 1.25 x 20mm 4 

20 000-052 BOLT - S/H - 8mm x 1.25 x 50mm 1 

21 000-011-100 M8 x 16mm SEMS ASSY (yellow) 1 

22 000-003-100 BOLT - HEX - 6mm x 1.0 x 20mm (SEMS) 2 

23 000-992-020 SPACER - 8mm ID x 20mm OD x 20mm LONG 1 

24 000-956-300 PLUG - S/H - 1/8" NPT - S/S 2 

25 000-987-178 TIE STRAP - NYLON - 178mm 5 

26 000-302-200 WASHER - Flat - Silver - 8mm 1 

27 000-305-300 WASHER - Star - Silver - 8mm 1 

28 000-002-100 BOLT - HEX - 6mm x 1.0 x 14mm (SEMS) 1 
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APSSTI-FRP/01 Installation Guide  

1. Remove the stock intake manifold assembly (includes the TGV units and stock compressor inlet 
duct) in accordance with the Factory Service Manual. 

2. Remove stock fuel lines, fuel injectors, fuel pressure regulator and TGV units from the stock 
intake manifold in accordance with the Factory Service Manual. Retain stock fuel injectors, 
stock fuel rail seals and stock fuel pressure regulator. 

3. Apply thread sealant and 
install straight fuel hose fitting 
(Item 4) and 90 deg fuel hose 
fitting (Item 3) into the LHS 
fuel rail (Item 1) - orientated 
as shown.  

If no fuel pressure monitoring 
equipment is to be installed, 
apply thread sealant and 
install plug (Item 24) into the 
fuel pressure monitoring port 
of the LHS fuel rail (Item 1). 

Install fuel rail/fittings 
assembly onto the stock TGV 
body using 8mm socket head 
bolts (Item 19). 

Install injectors into LHS fuel 
rail (Item 1). 

 

4. Apply thread sealant and 
install 90 deg fuel hose 
fittings (Item 3) into the RHS 
fuel rail (Item 2) - orientated 
as shown.  

If no fuel pressure monitoring 
equipment is to be installed, 
apply thread sealant and 
install plug (Item 24) into the 
fuel pressure monitoring port 
of the RHS fuel rail (Item 2). 

Install fuel rail/fittings 
assembly onto the stock TGV 
body using 8mm socket head 
bolts (Item 19). 

Install injectors into RHS fuel 
rail (Item 2). 
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5. Install LHS and RHS TGV/fuel rail/injector assemblies onto cylinder heads in accordance with 
the Factory Service Manual. 

6. 

Install the LHS fuel supply 
hose (Item 6) into the straight 
hose fitting (Item 4) 
previously installed into the 
LHS fuel rail (Item 1). Note 
the routing of this hose as per 
the picture.  

Install the LHS fuel return 
hose (Item 7) into the 90 deg 
hose fitting (Item 3) 
previously installed into the 
LHS fuel rail (Item 1). 
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7. 

Install the RHS fuel supply 
hose (Item 8) into the rear 90 
deg hose fitting (Item 3) 
previously installed into the 
RHS fuel rail (Item 2).  

Install the RHS fuel return 
hose (Item 9) into the forward 
90 deg hose fitting (Item 3) 
previously installed into the 
RHS fuel rail (Item 2). Note 
the routing of this hose as per 
the picture. 
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8. Install the other end of the 
LHS fuel supply hose (Item 6) 
to the fuel supply tee-piece 
(Item 5).  

Install the other end of the 
RHS fuel supply hose (Item 
8) to the fuel supply tee-piece 
(Item 5). 

Install the other end of the 
LHS fuel return hose (Item 7) 
to the fuel return tee-piece 
(Item 5). 

Install the other end of the 
RHS fuel return hose (Item 9) 
to the fuel return tee-piece 
(Item 5).  

9. 

Relocate the stock earth 
strap to the position shown.  

Install the stock fuel pressure 
regulator onto the new 
regulator bracket (Item 16). 
Retain with M8 x 16mm hex 
head bolt (Item 21). 

Install fuel return hose (Item 
11) to the stock fuel pressure 
regulator and retain with a 
hose clamp (Item 18). Install 
the other end of this hose to 
the fuel return tee-piece (Item 
5). 

Install the fuel supply hose 
(Item 10) to the fuel supply 
tee-piece (Item 5). 

 

10. Install a cushioned hose support clamp (Item 17) to fuel return hose (Item 11) and another hose 
support clamp (Item 17) to the fuel supply hose (Item 10) as shown. 

11. Retain above assembly by passing 8mm x 50mm socket head bolt (Item 20) through 8mm star 
washer (Item 27), 8mm flat washer (Item 26), top clamp mounting hole (Item 17), 20mm x 
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20mm cylindrical spacer (Item 23) and bottom clamp mounting hole (Item 17).  

12. Install fuel return hose (Item 12) to stock fuel pressure regulator and retain using fuel injection 
hose clamp (Item 18). 

13. 

Check routing of hoses using 
the image as a guide. Pay 
particular attention to where 
new hoses route under or 
over stock components as 
this may impact upon the 
reinstallation of other stock 
components and operation of 
the fuel system and engine. 

 

14. 

Install the fuel pressure 
regulator vacuum hose (Item 
13) to the stock fuel pressure 
regulator and route hose as 
shown in the picture. 
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15. 

Reinstall the stock intake 
manifold.  

Connect fuel pressure 
regulator hose (Item 13) to 
the intake manifold vacuum 
port as shown. 
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16. 

Install fuel supply hose (Item 
10) and fuel return hose (Item 
12) to the stock fuel supply 
and fuel return lines as 
shown. Retain with fuel 
injection hose clamps (Item 
18).  

Install fuel breather hose 
(Item 14) to the stock steel 
fuel breather tube as shown 
and retain using stock hose 
spring clamp. 

Install a cushioned hose 
support clamp (Item 17) onto 
fuel supply hose (Item 10) 
and retain using stock hex 
head mounting nut on stock 
brake booster assembly as 
shown.  

Support fuel supply hose 
(Item 10) and fuel return hose 
(Item 12) using tie straps 
(Item 25) as shown. 
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17. 

Route the fuel breather hose 
(Item 14) under the stock 
intake manifold and connect 
to the stock fuel breather 
hose located beside stock 
alternator assembly. 

 

18. 

Install power steering hose 
mounting bracket (Item 15) 
and retain using 6mm x 
20mm hex head bolts (Item 
22) in the upper two bracket 
mounting holes and 6mm x 
14mm hex head bolt (Item 
28) in the lower bracket 
mounting hole. 

 

19. Reinstall remaining stock components in accordance with the Factory Service Manual and 
ensure that all fuel system hoses are clear of any sharp edges. Ensure that all fuel system 
components are well supported and that there is adequate clearance form any objects that will 
cause rubbing/fatigue of any fuel system component. 

20. Turn ignition switch to the "ON" position, leave on for 5 seconds and switch off. Repeat this 
process a number of times in order to operate the stock fuel injection pump and raise fuel 
pressure. Once satisfied that the fuel system has reached operating pressure and fuel has 
flowed through all appropriate supply and return hoses, check all fuel system components and 
engine compartment against fuel leakage. 

 


